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Qty. Description
1 Auto coupling set

Note! Product picture may differ from actual product

Product No.: 98245790

This accessory is used for submersed installation of Grundfos wastewater pumps.
This set consists of:
   •Baseplate
   •Guide claw*
   •Upper guide rail holder (Guide rails are not included)
   •Bolts and gasket for mounting the guide claw to the pump, when needed.

*For pumps with outlet flanges sized DN 250 and above, the guide claw is fitted to the pump from the factory

Materials:
Material: Cast iron

EN-GJL-250
ASTM A48 Class 250B

Surface treatment: Powder coated
Gasket: Rubber

NBR

Installation:
Maximum operating pressure: 159.54 psi
Type of inlet connection: ANSI
Type of outlet connection: NPT(F)
Size of inlet connection: 2 inch
Size of outlet connection: 2 inch
Flange standard: ANSI B1.20.1
Number of anchor bolts: 0
Number of base units: 1
Number of connecting pieces: 0
Number of washers: 4
Number of nuts: 0
Number of gaskets: 0
Number of profile gaskets: 1
Number of guide claws: 1
Number of screws: 4
Number of guide rail holders: 1

Others:
Net weight: 20.1 lb
Gross weight: 20.1 lb
Shipping volume: 0.88 ft³
Fits to following products: SEG/PS
Country of origin: PL
Custom tariff no.: 8413.91.9096

1/3

https://product-selection.grundfos.com/products.gotoproduct.json?productnumber=98245790&custid=GPU&frequency=0


Company name:
Created by:
Phone:

Date: 08/08/2023

Printed from Grundfos Product Centre [2023.31.002]

Description Value
General information:
Product name: Auto coupling set
Product No: 98245790
EAN number: 5711492008140
Materials:
Material: Cast iron
Material: EN-GJL-250
Material: ASTM A48 Class 250B
Surface treatment: Powder coated
Gasket: Rubber
Gasket: NBR
Installation:
Maximum operating pressure: 159.54 psi
Type of inlet connection: ANSI
Type of outlet connection: NPT(F)
Size of inlet connection: 2 inch
Size of outlet connection: 2 inch
Flange standard: ANSI B1.20.1
Number of anchor bolts: 0
Number of base units: 1
Number of connecting pieces: 0
Number of washers: 4
Number of nuts: 0
Number of gaskets: 0
Number of profile gaskets: 1
Number of guide claws: 1
Number of screws: 4
Number of guide rail holders: 1
Others:
Net weight: 20.1 lb
Gross weight: 20.1 lb
Shipping volume: 0.88 ft³
Fits to following products: SEG/PS
Country of origin: PL
Custom tariff no.: 8413.91.9096
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98245790 Auto coupling set

Note! All units are in [in] unless others are stated.
Disclaimer: This simplified dimensional drawing does not show all details.
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