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CANPEX™ OXY Oxygen Barrier Radiant PEX Tubing

www.americangranby.com 
Ph: 800-776-2266   Fax: 800-729-3299  

Nominal                                                Bundle            
Size                         Type      Length      Qty *        Color                Part Number        List Price 
 
CANPEX™ OXY Oxygen Barrier PEX TUBING 
3/8” (1/2” OD)            Coil             300’                           OXY Red                PXOB2C3                  $ 0.97/ft 
3/8” (1/2” OD)            Coil            1000’                          OXY Red                PXOB2C10                    0.97/ft 
 
1/2” (5/8” OD)            Sticks          20’            500’        OXY Red                PXOB3L5                       1.17/ft 
1/2" (5/8" OD)           Coil             100'                           OXY Red                PXOB3C1                      1.10/ft 
1/2" (5/8" OD)            Coil            250'                           OXY Red                PXOB3C2.5                   1.10/ft 
1/2" (5/8" OD)            Coil            300'                           OXY Red                PXOB3C3                      1.10/ft 
1/2" (5/8" OD)            Coil            500'                           OXY Red                PXOB3C5                      1.10/ft 
1/2" (5/8" OD)            Coil            600'                           OXY Red                PXOB3C6                      1.10/ft 
1/2" (5/8" OD)            Coil           1000'                          OXY Red                PXOB3C10                    1.10/ft 
1/2" (5/8" OD)            Coil           1200’                          OXY Red                PXOB3C12                    1.10/ft 
 
5/8” (3/4” OD)            Coil            100’                           OXY Red                PXOB58C1                    1.85/ft 
5/8“ (3/4" OD)           Coil            300'                           OXY Red                PXOB58C3                    1.85/ft 
5/8“ (3/4" OD)           Coil            400'                           OXY Red                PXOB58C4                   1.85/ft 
5/8“ (3/4" OD)           Coil            500'                           OXY Red                PXOB58C5                    1.85/ft 
5/8” (3/4" OD)           Coil           1000'                          OXY Red                PXOB58C10                  1.85/ft 
 
3/4” (7/8” OD)            Stick            20’           200’        OXY Red                PXOB4L2                       2.24/ft 
3/4" (7/8" OD)           Coil            100'                           OXY Red                PXOB4C1                      2.11/ft 
3/4" (7/8" OD)            Coil            250'                           OXY Red                PXOB4C2.5                  2.11/ft 
3/4" (7/8" OD)            Coil            300'                           OXY Red                PXOB4C3                      2.11/ft 
3/4" (7/8" OD)            Coil            500'                           OXY Red               PXOB4C5                      2.11/ft 
3/4" (7/8" OD)            Coil           1000'                          OXY Red                PXOB4C10                    2.11/ft 
 
1” (1 1/8” OD)            Stick            20’           100’        OXY Red                PXOB5L1                       4.58/ft  
1" (1 1/8" OD)            Coil            100'                           OXY Red                PXOB5C1                      4.32/ft 
1" (1 1/8" OD)            Coil            250'                           OXY Red                PXOB5C2.5                  4.32/ft 
1" (1 1/8" OD)            Coil            300'                           OXY Red               PXOB5C3                      4.32/ft 
1" (1 1/8" OD)            Coil            500'                           OXY Red                PXOB5C5                      4.32/ft 
1" (1 1/8" OD)            Coil           1000'                          OXY Red                PXOB5C10                   4.32/ft 
 

CANPEX™ OXY Oxygen Barrier Tubing Features: 
•   For use in both residential and commercial hydronic  
    radiant heating systems.  
•   Extruded with an oxygen barrier layer to prevent system 
    component corrosion.  
•   Manufactured and tested to the requirements of ASTM 
    F876/F877/F2023 and to CSA B137.5. 
•   100 PSI@180°F,  160 PSI@73°F SDR-9 CTS-OD Coils 
•   DIN 4726 Standard 
•   Third Party Certified  
•   CAN/ELC S101/UL 263, CAN/ULC S102.2-3/E84 

PEX OXY Tubing 

CB SUBCAT CODE #79  
OXY BARRIER Radiant Tubing

STANDARD AGI DISCOUNTS DO NOT APPLY.   
Contact your sales representative for pricing.

* Minimum order  
20 assorted  

CANPEX/VIPERT  
bundles shipped to 

one location.


