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SPECIFICATION SUBMITTAL SHEET

Aluminum Water Heater Pan

Item # Product Description Model # Inside Bottom (ID) 
Diameter (A)

Outside Top (OD)) 
Diameter (B)

Pre-drilled with 1" x 1 ½" PVC Drain Connection
87030 18" ID x 20" OD Pan AHP18203 18 20
87000 20" ID x 22" OD Pan AHP2022 20 22
87003 22" ID x  24" OD Pan AHP2224 22 24
87006 24" ID x 26" OD Pan AHP2426 24 26
87010 26" ID x 28" OD Pan AHP2628 26 28
87031 28" ID x 30" OD Pan AHP2830 28 30
87013 30" ID x 32" OD Pan AHP3032 30 32
87041 32" ID x 34" OD Pan AHP3234 32 34

Pre-drilled with 1" CPVC Drain Connection
87035 18" ID x 20" OD Pan AHP1820C 18 20
87002 20" ID x 22" OD Pan AHP2022C 20 22
87005 22" ID x 24 OD Pan AHP2224C 22 24
87008 24" ID x 26" OD Pan AHP2426C 24 26
87012 26" ID x 28" OD Pan AHP2628C 26 28
87033 28" ID x 30" OD Pan AHP2830C 28 30
87014 30" ID x 32" OD Pan AHP3032C 30 32
87074 32" ID x 34" OD Pan AHP3234C 32 34

No Drain Hole with 1 x 1-1/2" PVC Drain Connection
87001 20" ID x 22" OD Pan AHP2022NH 20 22
87004 22" ID x 24" OD Pan AHP2224NH 22 24
87007 24" ID x 26" OD Pan AHP2426NH 24 26
87011 26" ID x 28" OD Pan AHP2628NH 26 28
87015 30" ID x 32" OD Pan AHP3032NH 30 32

Specifications:
Furnish and install aluminum water heater pan as approved by 
lo-cal codes. Unit shall be Water-Tite product code as checked 
below, manufactured by IPS Corporation.  Pan may be installed 
under electric water heaters to protect against water damage. 

Material: 
Aluminum 

Drain Connections & Dimensions: 
Furnished with 1”x 1½” PVC or 1” CPVC Drain Connection. 
Drain hole is 1”- pans come with pre-drilled and non pre-drilled 
hole, check product listing below. Pan is 2 ⅛” deep and 25 mil. 
thickness.
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